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                                GSX-531
                                
5.0 x 3.2mm SM Crystal for Bluetooth / Wireless

                            

                            	GSX-531 was made obsolete in September 2021
	Product Change Notice PCN210510 06299 details this change
	Consider the GSX-533 or GSX-538 as drop in replacement options


                        

                    

                

            

        

    



    
        Product Description

        
            The GSX-531 crystal was available at high frequencies of 8.0 ~ 100.0MHz, and featured miniature 5.0 x 3.2 x 0.9mm package.

The GSX-531 is now obsolete. For more information on this change please see our Product Change Notice PCN210510 06299 here, or speak to a member of our expert team by calling +44 1460 256 100.

For existing designs the GSX-533 or GSX-538 offer a drop-in-replacement options, and for new designs we recommend considering the GSX-333.
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                            3.2 x 2.5 x 0.8mm
                        

                

        

    

    
        
            
                GSX-333

                    3.2 x 2.5mm High Frequency SM Crystal with Tight Specifications

            
            

            
                The GSX-333 is available at high frequencies from 8.0 ~ 125MHz and features a miniature package measuring 3.2 x 2.5 x 0.8mm. This miniature SM crystal is available in a choice of operating temperature ranges, temperature stabilities and calibration tolerances. Find more information and configure your product here.

            

            	8.0 ~ 125MHz
	Metal lid can be grounded to minimise EMI
	Seam sealed for excellent long-term stability
	Ultra-miniature for maximum space saving
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                            [image: Package footprint and pad configuration drawing for the Golledge GSX-533 Crystal showing full dimensions.]
                        

                        
                            5.0 x 3.2 x 0.9mm
                        

                

        

    

    
        
            
                GSX-533

                    5.0 x 3.2mm SM Crystal for Bluetooth / Wireless

            
            

            
                The GSX-533 is available at high frequencies from 8.0 ~ 160MHz and features a miniature package measuring 5.0 x 3.2 x 0.9mm. Available in a choice of operating temperature ranges and with a range of temperature stabilities and calibration tolerances as tight as ±10ppm, this crystal also features excellent ageing options and low drive level.

            

            	8.0 ~ 160MHz
	Good frequency perturbation
	Metal lid can be grounded to minimise EMI
	Seam seal for excellent long-term stability
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                            [image: Package footprint and pad configuration drawing for the Golledge GSX-538 Crystal showing full dimensions.]
                        

                        
                            5.0 x 3.2 x 0.8mm
                        

                

        

    

    
        
            
                GSX-538

                    High Frequency Fundamental 5.0 x 3.2mm SM Crystal

            
            

            
                Plasma etched inverted mesa technology means the GSX-538 is available at high frequencies from 8.0 ~ 315MHz n fundamental mode. GSX-538 also features a miniature package measuring 5.0 x 3.2 x 0.8mm, and is available in a choice of operating temperature ranges and with a range of temperature stabilities.

            

            	8.0 ~ 315MHz
	Fundamental mode up to 315MHz
	Plasma etched inverted mesa process
	Wide pulling range (fundamental mode)
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About Us

We are UK's leading supplier of frequency control products and are proud to serve the global electronics industry. Our philosophy is a focus firmly on your requirements by striving to meet and exceed your needs. We do this by ensuring the utmost quality and consistency in our products and services.

                

            

            
                
Useful links

	Contact Us
	Make a Payment
	How to buy
	Help
	Sitemap


                


                
                        
                            
                        
                                                                                    
                            
                        
                

            

        
 

        
            
                
Golledge Electronics Ltd

	sales@golledge.com
	+44 1460 256 100
	Cookie policy
	Privacy policy
	Terms and conditions
	Copyright
	Careers


 

ISO Certified

ISO 9001:2015 & 14001:2015 Certified

                

                
                

            

            
                
Newsletter

Our regular newsletter is published every two months and contains the latest product innovations and offers.
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