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A. MAXIMUM RATING: 

Electrostatic Sensitive Device (ESD) 

1. Operating temperature range: -30°C to +85°C 

2. Storage temperature range: -30°C to +85°C 

3. Tx Input power: 29dBm (Ta = +50°C, 50kh,CW) min 15dBm (CW @100000h and 

85°C). 

3.1 Rx Input power: 15dBm (Ta = +50°C, 50kh, CW) 

4. Maximum DC Voltage: ±3V 

5. Moisture Sensitivity Level: Level 1 (MSL 1) 

6. ESD 50V (MM), 150V(HBM) 
 
B. ELECTRICAL CHARACTERISTICS: 
 

1. Terminating impedance (Tx Port): 50Ω (Single-ended) 

2. Terminating impedance (Rx Port): 100 + 2.2nH x 2 Ω (Balanced)  
3. Terminating impedance (Ant Port): 50 // 4.3nH Ω (Single-ended) 

 
Tx to ANT (fT0 = 1880MHz) 

Parameters Description Unit Min Typ Max Remarks 

Insertion Loss 

1850.48 ~ 1909.52MHz dB(*1) - 2.1 3.0 -20 to+85°C

1850.48 ~ 1909.52MHz (*2) dB(*1) - 2.0 2.7 -20 to+85°C

1850.625 ~ 1909.375MHz (*3) dB(*1) - 2.1 2.9  

Amplitude ripple 1850.48 ~ 1909.52MHz dB - 1.5 2.1  

VSWR 
ANT 

1850.48 ~ 1909.52MHz 
- - 1.8 2.1  

Tx - - 1.6 2.0  

Attenuation: 

1570 ~ 1580MHz dB 36 38 -  

1930.48 ~ 1989.52MHz dB 42 58 - -20 to+85°C

1930.48 ~ 1989.52MHz (*2) dB 45 59 - -20 to+85°C

1930.625 ~ 1989.375MHz (*3) dB 40 58 -  

3700 ~ 3820MHz dB 25 33 -  

5550 ~ 5730MHz dB 21 26   
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ANT to Rx (fT0 = 1960MHz) 

Parameters Description Unit Min Typ Max Remarks

Insertion Loss 

1930.48 ~ 1989.52MHz dB(*1)  2.9 3.3 -20 to+85°C

1930.48 ~ 1989.52MHz (*2) dB(*1)  2.5 3.0 -20 to+85°C

1930.625 ~ 1989.375MHz (*3) dB(*1)  2.7 3.2  

Amplitude ripple 1930.48 ~ 1989.52MHz dB  1.6 2.2  

Phase balance 1930.48 ~ 1989.52MHz Deg -12 -4/+3 12  

Amplitude balance 1930.48 ~ 1989.52MHz dB -1.3 -0.4/+0.6 1.3  

VSWR ANT 
1930.48~1989.52MHz 

  1.6 2.0  

 Rx   1.7 2.0  

Attenuation: 

1850.48 ~ 1909.52MHz dB 47 50 - -20 to+85°C

1850.48 ~ 1909.52MHz (*2) dB 47 52 - -20 to+85°C

1850.625 ~ 1909.375MHz (*3) dB 47 50   

 
Tx to Rx 

Isolation 

1850.48 ~ 1909.52MHz dB 53 56 - -20 to+85°C

1850.48 ~ 1909.52MHz (*2) 
dB 54 57 -  

dB 53 57   

1850.625 ~ 1909.375MHz (*3) dB 53 56   

1930.48 ~ 1989.52MHz 
dB 47 55 - -20 to+25°C

dB 50 55 - +25 to+85°C

1930.48 ~ 1989.52MHz (*2) dB 50 56 - -20 to+85°C

1930.625 ~ 1989.375MHz (*2)
dB 45 55 - -30 to+25°C

dB 50 55 - +25 to+85°C

 

(*1) Specification of insertion loss excludes loss that comes from the test board. 

(*2) The integrated loss over any 3.84MHz (±1.92MHz) channel within the band. 

(*3) The integrated loss over any 1.25MHz (±0.625MHz) channel within the band. 
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C. EVALUATION CIRCUIT: 
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D. FREQUENCY CHARACTERISTICS: 
 

Tx to Ant 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Ant to Rx 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Data excludes loss that comes from the test board. 
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Tx to Ant ,Ant to Rx 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Tx to Rx lsolation 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Data excludes loss that comes from the test board 
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Tx Port 
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Rx Port 
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Ant Port 
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Ant to Rx (Amplitude balance) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Ant to Rx (Phase balance) 
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Tx to Ant (Wide span) 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Ant to Rx (Wide span) 
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E. OUTLINE DRAWING: 

 
(Mass Production) 
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F. FOOTPRINT: 
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G. PACKING: 

 

1. Reel Dimension 

 
 

2. Tape Dimension 
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H. RECOMMENDED REFLOW PROFILE: 
 

1. Preheating shall be fixed at 150 ~ 180°C for 60 ~ 90 seconds. 

2. Ascending time to preheating temperature 150°C shall be 30 seconds min. 

3. Heating shall be fixed at 220°C for 50 ~ 80 seconds and at 245 ~ 260°C peak (min. 10 

sec). 

4. Time: 2 times. 
 

 


